MASTERPIECE™

Minimum clear space around the vertical logo is equal to 1/4X, where X is

the height of the lockup in its entirety.

Do not alter the logo by recoloring it. One-color versions and full-color |
versions are provided. Only use the versions provided. Use the logo in full .
color when possible to show it in the best possible light. ®

When sizing, do not distort or stretch. Scale in proportion only.

G

Do not remove or add any other elements to the logo (artwork/photos, other

logos, team numbers, words, etc.). Use the file as provided.

A built in “safety zone” of clear space is surrounding the logo. Do not crop
out the safety zone. Use the file as provided.

Adhere to the minimum size when logo is used:
* 72 pixels wide for digital

* 1 inch wide for print

When using MASTERPIECESM in text (body copy), adhere to the following MASTERPIECE
style standards: Color Palette:

+ Always CAPITAL LETTERS.

* No periods.

* Include SM on first mention in headline and first mention in body copy.

CMYK: 6, 2, 84, 0 CMYK: 0, 42, 100, 0 CMYK: 81, 18, 0, 0 CMYK: 13, 100, 26, 0 CMYK: 3, 10, 53, 0 CMYK: 0, 0, 0, 100
* Do not use the wordmark (logotype/art) as a mention in body copy. RGB: 244, 233, 102 RGB: 248, 168, 56 RGB: 42, 158, 218 RGB: 195, 0, 108 RGB: 243, 224, 152 RGB: 0, 0, 0
HEX: FAE966 HEX: F8A838 HEX: 2A9EDA HEX: C3006C HEX: F3E098 HEX: 000000
PMS: 101 C PMS: 137 C PMS: 299 C PMS: 226 C PMS: 1205 C PMS: BLACK 6 C

Example:
Imagine and innovate new ways to create and communicate art across the globe MASTERPIECE
in the 2023-2024 FIRST® LEGO® season, MASTERPIECESW. Supporting Elements: FIRST
LEGO
LEAGUE
FIRST® LEGO® League program or division logo to show program communication. FIRST LEGO League
FIRST® is a trademark of For Inspiration and Recognition of Science and Technology (FIRST). LEGO® is a program-specific color.

registered trademark of the LEGO Group. FIRST® LEGO® League and MASTERPIECESM are jointly held
trademarks of FIRST and the LEGO Group. ©2023 FIRST and the LEGO Group. All rights reserved. FLO75



